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1. Variable Fixed Detector Calibration Screen 
 

The variable fixed calibration screen allows finding the optimal delay time for the current detector. 

 

Double click on the relevant detector to open the detectors screen or click the edit button. 
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The calibration screen is available from this button. 
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The variable fixed calibration screen contains only one control. The delay time controls. It is possible to 

control the delay time interval, maximum and minimum after you have selected start and end date.  
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Click on the “Run” button to see the results of the calibration analysis. A progress bar will show on the 

screen. You can stop the process at any time by clicking the cancel button. Exiting the screen is from the 

button labeled "exit". 

 
 

The table will show the results for each delay time. If you would like to modify the detector according to 

a certain result, click on your selected cell and then click the tick button. This calibrator will display 

events’ count where the variable had a fixed value. 
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To keep the parameters for this detector click the wanted cell and then click the tick button.  
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After you confirm, the following fields will be updated with the new values. To save these settings, click 

on the tick again. You must ensure that the model is in PAUSE state in order to save the new settings. 
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2. Rate of Change Detector Calibration 

The Rate of Change calibration screen allows finding the optimal difference value between 

periods and the optimal time window for average calculation for the current detector. 

 

 

 

Double click on the relevant detector to open the detectors screen or click the edit button.  
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The calibration screen is available from this button 
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The Rate of Change calibration screen contains several controls. The difference between averages 

(minimum, maximum and interval), minutes’ window (minimum, maximum and interval) and previous 

window size. You also have to select start and end date.   
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Click on the “Run” button to see the results of the calibration analysis. A progress bar will show on the 

screen. You can stop the process at any time by clicking the cancel button. Exiting the screen is from the 

button labeled "exit". 
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The table will show the results for each difference. This calibrator will display events’ count where the 

variable had a vast rate of change. 

 If you would like to modify the detector according to a certain result, click on your selected cell and 

then click the tick button.  

 

To keep the parameters for this detector click the wanted cell and then click the tick button from the 

policy editor window.   
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3. Dynamic Change Rare Detector Calibration 
 

The Dynamic Change Rare calibration screen allows finding the alert level and memory size for the 

current detector. 

 

Double click on the relevant detector to open the detectors screen or click the edit button.  
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The calibration screen is available from this button. 
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The Dynamic Change Rare calibration screen contains several controls. The delay time (minimum, 

maximum and interval) and triggering value (minimum, maximum and interval) .You also have to select 

start and end date. 

 

  



Decision Makers Ltd  Detector Thin Client 1.2.2.0 Release Notes 
  
 

16 
 

 

 

Click on the “Run” button to see the results of the calibration analysis. A progress bar will show on the 

screen. You can stop the process at any time by clicking the cancel button. Exiting the screen is from the 

button labeled "exit". 
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The table will show the results for each delay time. This calibrator will display events’ count where the 

variable had rare dynamics above the selected T value. 

 If you would like to modify the detector according to a certain result, click on your selected cell and 

then click the tick button.   
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To keep the parameters for this detector click the wanted cell and then click the tick button from the 

policy editor window. 

 

 


